FIGURE 1 



Apply Foamable Plastic Layer Containing a Foaming Agent Over a Sheet Substrate 






Heat to Gel the Plastic Layer without Activating the Foaming Agent 






Apply a First Printing Ink Containing a Photo initiator in a First Pattern on the Gelled Plastic 

Layer 






Apply a Second Printing Ink Containing a Photoinitiator and an expansion inhibitor in a 

Second Pattern on the Gelled Plastic Layer 






Apply a Clear Liquid Plastisol Coating Containing a UV Curable Photopolymer over the 
Gelled Plastic Layer and First and Second Printing Inks 






Gel the Plastisol Coating by Heating the Plastisol to a Temperature Below 340°F 






Soften the Gelled Plastisol Coating by heating the Surface Below 340°F 






Mechanically Emboss the Softened Plastisol with a Textured Roll such as that Imitating the 

Texture of Grout or Mortar 






Expose the Plastisol to UV Light to set the Texture in those portions of the Plastisol 
Overlying the First and Second Printing Inks Containing a Photoinitiator 






Fuse the Product in a Fusion Oven by Heating. That portion of the Plastisol which does 
not Overlie the Printing Inks containing a Photoinitiator Smooths Out 






Mechanically Emboss the Surface of the Plastisol which has Smoothed out with a Texture 
Imitating the Texture of Stone, Wood, or the Like 






Optionally Coat the Product with Acrylic Polyurethane 



